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SUMMARY

The objective of this program was to develop a comprehensive handbook for failure
analyses of fiber-reinforced composites. The program objectives were accomplished through
technical tasks that resulted in the compilation of a reference manual for evaluating failed
composite structures.

A field handling logic network was prepared for on-site handling of composites during
accident investigations. Procedural guidelines were developed from inputs provided by key field

personnel from several government agencies, and from the results of tests performed in-house at
Northrop. Several current and new fractographic techniques were evaluated to identify methods
for initiation site determination and failure sequence identification in failed composite
specimens. Macrophotography, ply-sectioning, and photographic methods were determined to be
valuable supplemental techniques but could not directly provide initiation site/fracture

propagation direction when used alone. The microchemical analysis technique of Fourier
Transform Infrared Spectroscopy was determined to b•. useful in contaminant failure
investigations but will require development of a database of chemical "signatures."

Northrop expanded the fractographic database originally developed by the Boeing
Company for AS413501-6 graphite/epoxy (Gr/Ep) under Air Force Contract No. F33615-84-C-5010 to
include the effects of load, manufacturing, processing, and environmental variables on simple
interlaminar and translaminar test coupons. It was determined that applied load was the
principal parameter that altered the fracture surface characteristics in Gr/Ep. Material fbrm and
processing variables indirectly affected the fracture characteristics in that these caused localized
variations in applied load, thereby altering fractographic features. No significant effects of
environment on fracture surface features were determined. The fractographic database also
included documentation of manufacturing and processing defects that occur in Gr/Ep. The flaws
were characterized using optical microscopy, and macrophotography techniques.

Failure modes in adhesively bonded Gr/Ep and graphite/bismaleimide (Gr/BMI)
specimens were also characterized. Variations in ply thickness, orientation, and loading #ere
carried out to develop mixed cohesive-adhesive, and singular cohesive or adhesive failures. It
was determined that specimen geometry, lap/strap ratios, and test load played roles in controlling
fracture surface characteristics. Fracture characteristics in the failed adherends served as
indicators of fracture direction in mixed and total adhesive failure modes. The crack directions
could not be readily determined in pure cohesive joint failures.

A test matrix was developed for characterizing the six different failure modes in
mechanically joined composite structures. A computer code entitled SAMCJ (Strength Analysis of
Multifastened Composite Joints), previously developed by Northrop for the USAF was run to
develop the matrix for quasi-isotropic AS4/3501-6 Gr/Ep joined with titanium "Hi-Lok" tension or
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shear-type flush head fasteners. Failure tests and fractographic evaluation were carried out on the 0
specimens. It was determined that the failure modes were a function of applied load, specimen,

and fastener geometries.

Detailed in-plane shear tests were also carried out for Gr/Ep. This failure mode was

characterized by the occurrence of hackles on fractured resin and tension fracture characteristics

on fractured fiber ends. Processing variables did not significantly alter the fracture surface

characteristics for Gr/Ep tested under in-plane shear. The informr.tion gained from the Northrop

and Boeing Gr/Ep studies was used in initiating a fractographic database for other material

systems. The material systems chosen were kevlar 49/3501-6 epoxy (K/Ep), AS4 graphite/5250-3

bismaleimide (Gr/BMI), and AS4 graphite/APC-2 PEEK thermoplastic (Gr/PEEK). Testing and

fractographic evaluation were carried out for baseline and several variable conditions. The

results for these systems indicated that the type of resin and fiber played strong roles in

controlling the resulting fracture surface characteristics. As for Gr/Ep, environment and

processing variables did not significantly alter fracture characteristics.

Northrop reviewed formats previously used for reporting metallic and composite

fractography and failure analysis data. Based on an assessment of existing report schemes,

Northrop proposed three data formats for 1) reporting fractographic data, 2) failure analysis

information, and 3) organization of the Composite Failure Analysis Handbook. These were

subsequently approved by the Air Force with minor modifications.

Northrop compiled material properties on current and near-term composite structural

materials. Literature searches were carried out on government and commercial databases for

product information and properties. Properties obtained were incorporated into database files

using a personal computer. The data were organized into tabular formats for reporting in the

Handbook. The properties for several classes of fiber, prepreg, and laminates were compiled and

organized into the Handbook.

Under an engineering services agreement between Northrop and the University of Utah,

Professor Willard Bascom of the University of Utah performed a literature search and made on-

site visits to several government agencies to gather information on composite fractography and

failure analysis that may have been performed at these agencies. No other information was found

other than that previously reported by Boeing. Dr. Bascom also reviewed stress analysis methods

and failure micromechanisms for use in failure analysis investigations. A new failure criterion

developed by Dr. Richard Christensen of Lawrence Livermore Laboratories was determined to be

of utility in composite failure investigations.

Verification of the composite failure ,dnalysis logic system was performed through

evaluation of several failed structural items provided by the Air Force. The structural items

represented "real-world" configurations and included 1) a vertical stabilizer, 2) a horizontal

torque box assembly, 3) a canopy support fitting, and 4) two simple components. All the results are

presented as case histories in the Handbook.

As oart of the verification process, two simple Gr/Ep structures containing intentional

defects were fabricated and tested to failure under controlled laboratory conditions. The failed
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specimens and related test documentation were shipped to the Air Force for subsequent evaluation

by the Boeing Company.

The Composite Failure Analysis Handbook is divided into two volumes. Volume I is the

Program Overview. Volume II comprises the Technical Handbook, and is divided into three

parts. Part 1 describes all the techniques and procedures for performing composite failure

analysis. Part 2 represents an atlas of fractographs. Part 3 is a compilation of case histories of

investigations performed by Northrop, Boeing, and General Electric.

In summary, Northrop has achieved the objective of producing a Handbook containing all

the known techniques, procedures, sample data, and reference supporting data for performing
post-failure analysis of fiber-reinforced composite structures.
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FOREWORD

The final report documents work performed under Contract F33615--
87-C-5212 from January, 1987 through October, '.990 by the Northrop
Corporation, Aircraft Division, Hawthorne, California for the
United States Air Force Systems Command. The program was
administered under the technical direction of Ms Patricia Stumpff,
Materials Directorate. Wright Laboratory, Wright-Patterson Air
Force Base, Ohio 45433--6533. The majority of funding for this
program was p-ovided by the Federal Aviation Administration
Technical Center, Aviation Safety Division, Atlantic City, New
Jersey 08405. Mr Lawrence Neri, ACD-210, acted as the Federal
Aviation Administration technical manager. Mr Joseph Soderquist,
National Resource Specialist, Advanced Materials, Federal Aviation
Administration, AIR-103, 800 Independence Avenue, S.W.,
Washii.gton, D. C. 20591, also provided technical direction for
this program.

The work was performed by Northrop's Materials Analysis
Laboratory. Dr R. J. Kar was the Program Manager and Principal
Investigator. The contributions of the following members of the
Materials Analysis Laboratory are gratefully acknowledged:

* Ms L. M. Concepcion (Co-Principal Investigator), Mr 0. P. DeCastro
(SEM and materialography), Mr J. M. Dobson (case histories),
Mr T. N. Gindraux (materialography and SEM) Mr L. J. Havemann

(SEM), Mr M. D. Ensminger (FTIR), Mr L. S. Dhillon
(materialography) and Mr E. E. Ramirez (materialography).

Mr P. J. Dager of Northrop's Mechanical Testing Laboratory and
Mr R. J. Isberner of Northrop's Structures Test Laboratory
performed the mechanical testing of laminate coupons and real-
world elements. Mr R. B. Deo, and Mr T. A. Dyer of Northrop's
Structures Research Department participated in the selection of
test laminates.

Professor W. D. Bascom, Department of Materials Science and
Engineering at the University of Utah, also made significant
contributions by conduction of literature survey on composite
fractography arid identifying new composite failure criteria.

The results of additional work in composites failure analysis by
the Boeing Military Airplane Company under Air Force Contracts
F33615-84-C-5010 and F33615-86-C-5071 from 1984 through 1988 have
been included in this report for the purpose of providing the most
complete Composite Failure Analysis Handbook. Mr R. A. Grove,
Mr B. W. Smith, and Ms C. T. Hua were Principal investigators, and
Mr D. F. Sekits was the Program Manager of these programs. The
author wishes to thank Boeing and the numerous publishing houses
and authors who granted permission to include their works in this
docufflent.
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SECTION 1

INTRODUCTION AND PURPOSE

Advanced composites are rapidly emerging as a primary material for use in near-teirm and
next -generation aircraft as they proide greater structural efficiency at lower weight than equivalent

metallic components. Based on trends to date, ' e next generation of military aircraft could contain

as much as 65 percent of their structural weight in advanced composite materials.

As composite materials continue to be developed and incorporated into airframe structures,
needs have arisen for solving problems associated with their use. Composite structures can and will
prematurely fail due to gross manufacturing defects, design errors or severe in-service damage.

Needs exist for a systematic compilation of failure analysis techniques, procedures, and supporting

fractographic data, in a handbook form that can be used by experienced laboratory personnel,

working in consultation with field investigators, to diagnose the cause for premature component

failure and to make recommendations for preventing similar failures.

The goal of this Composite Failure Analysis Handbook is to provide a guide for conducting

post-failure analysis of fiber-reinforced composite structures. It forms a compilation of the
procedures, techniques, and sample data required to conduct analyses of compozite structures.

Volume II of this report is the Technical Handbook and it has been divided into three parts.

Part 3 of the Handbook consists of a compilation of case histories of work performed by

Northrop under Air Force Contract F33615-87-C-5212, and by Boeing and General Electric under Air

Force Contracts F33615-84-C-5010 and F33715-86-C-5071. The case histories performed by Boeing

and General Electric were previously reported in AFWAL TR-86-4137 and WRDC-TR-89-4055.

The case histories presented in this part are intended to provide the investigator with a basic

understanding of the overall post-failure analysis process, involving the three fundamental areas

required to identify the sequence and cause of failure of the component. These fundamental areas

are:

1. The use of the failure analysis logic networks (FALNs) which provide the guidelines

delineating the logical sequence of investigative operations

2. The application of the analytical tools to best determine the physical characteristics

present within the failed part

3. The interpretive methodology and decisions which provide the evidence and rationale to

determine the causes, sequences, and contributory factors related to part failure (with

the most direct, accurate, timely and cost-effective methods available).
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The use of these fundamental and interdependent investigative methods are applied to each 0
of the post-failure analyses presented in this part. These case histories provide a valuable reference
source of several typical fracture analyses. Each example provides a basic illustration of the
sequence, analytical tools, results, and decisions involved. The collection and review of background
information, nondestructive evaluations, material characterizations. fractography and stress
analysis all contributed to the determination of the cause of failure. Some of the case histories
presented are test specimens which were fractured in the laboratory under known conditions and
other case histories presented are actual aircraft components that failed during use or during repair
for unknown reasons.

Parts 1 and 2 (the Procedures and Techniques and the Atlas of Fractographs, respectively) of
the Technical Handbook are discussed in the Summary of this report. Further information has been
presented in the Introduction and Purpose section of each of these section.

The Handbook has been designed to be a living document that can be updated readily. This
work reports the results of six years of fundamental work that has been sponsored by the United
States Air Force (USAF) and the Federal Aviation Administration (FAA).
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SECTION 2

CASE HISTORIES

2.1 FAILURE ANALYSIS OF A 737-300 ELEVATOR TEST BOX

Failure analysis of the elevator box was conducted by the Boeing Company.

2.1.1 Background History

Figure 2-1 illustrates a portion of a graphite/epoxy tapered box structure which fractured

during test. This graphite/epoxy box consisted of two honeycomb skin panels fastened to a spanwise

spar with intermediate chordwise ribs. A review of the test history revealed that premature fracture

occurred during hingeline deflection of the front spar.

TRAILING EDGE

£ -~I SKIN
REAR Sp- -1.1...

1  
FRACTURE

SKIN I

FRACTURE

SKIN o
FIXTURE FRACTURE
HINGE SUPPORTS

NOTE Figure illustrates orientation and directiun of appled.
loads and approximate fracture location and type. FRONT SPAR o r_ ' oo 1o - 1

101 0;0 0; 10OUTBDH,••- - -- 40~ t 54-,o -- ;--1 T "
HINGEN F

S~Figure 2-1. 737-300 Elevator Static Test Evaluation
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2.1.2 Nondestructive Examination

Visual inspection of the fractured box tevealed • everal through-thickness translaminar

cracks in the forward and trailing edges of the compres.sion loaded skin panel. Upon further

examination, some localized buckling of the skin panel, indicative of interlaminar fracture, was

evident between each of these translaminar fractures. A nondestructive evaluation was performed

using C-scan through transmission ultrasonics (TTU) to define areas of nonvisible damage so the

specimen could be removed for laboratory investigations without damaging evidence. The TTU scans

were performed over the entire part, and revealed a roughly four inch wide band of delamination

between the areas of through-thickness skin fracture at the front and rear spar. Since a honeycomb

core was involved, X-ray inspections of the core damage to determine the extent of translaminar

damage was performed. Although som3 core crushing had occu. red in the immediate vicinity of the

skin fracture, the core condition in the non-dama'ged area surrounding the fracture was found to be

free of defects such as poor splicing or potting.

2.1.3 Materials CharacterizatbDn

Following the definition of the type and extent of fracture, tests were performed to determine

if any major material discrepancies existed in either fabrication or processing. Accordingly, sections

of the skin, spar and rib panels were cut from nondamaged regions immediately adjacent to the

fracture and were examined to verify the layup and determine the overall panel quality. In addition,

therinomechiauical analyses tTMAs) were performed to verify the extent of cure. Since Boeing uses

both 250°F (121 0C) and 3500 F (177'C) curing prepregs, this analysis was also performed to confirm

the specified use of the 3501F prepregs. Dimensions of skin panel, spar and rib details were also

measured and checked against required dimensions and tolerances. For each of these analyses, all of

the individual components of the elevator were found to be in proper compliance with the drawing,

materials, and process specification requirements.

2.1.4 Fractography

Since no discrepancies were identified in the above analyses, fractographic examinations

were selected as the next investigative operation. Primary emphasis was placed on identifying the

direction of crack propagation, origin, and any anomalous conditions that could be associated with

fracture. To help in the examination, the delaminated interlaminar areas were removed from the

skin panel and sectioned into approximately 6 inch by 6 inch squares and examined optically. The

optical examinations were performed at 400 to 600X magnification, which provided a rapid and

efficient means of identifying characteristic fracture features. Scanning electron microscopy (SEM)

was performed on selected areas of interest requiring higher magnifications and to document specific

fracture features identified during the optical analyses. The orientation of river patterns and resin

microflow (Figure 2-2) observed on the fracture surface were used to generate a map of the local

directions of crack propagation over the fracture surface. Although some areas of interlaminar

fracture separated by shear loading (as evidenced by the presence of hackles and scallops), a majority

of the fracture exhibited Mode I tension river mark features. SEM analysis of the translaminar
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fractuire regions were not fruitful ý'n positiv.ely idenltifying the direction of fracture, although the
macroscopic and microscopic analyses indicated comipressive buckling failure.

By reconstructing the fracture process through the interlaminar crack mapping process, it
was discovered that cra(.k initiation occurred at the periphery of a fastener hole located at the front
spar. Subsequent propagation occurred in a chordwise direction across the comp,'ession loaded skin
panel. See Figure 2-2 for the arrow across the skin panel t illustrating the direction of the
delamination process, particularly related to the fastener hole kind the translaminair crack near the
hicle. No micros5copic anomralies wvere identified at the orig-in region, and therefore no contamination

analyses so--'h as surface chemical tests were required.
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2.1.5 Stress Analyses

Since no anomalies were identified at the origin area which might explain premature

fracture, detailed stress analyses of this area were initiated. These analyses evaluated both the

basic in-plane panel ztrains, as weil as the buckling stability of the origin area since it was in

compression during fracture. These investigations revealed that premature skin buckling occurred

under compression loading due to a relatively large fastene;" spacing in this local area. As a result of

these analyses, further attention was paid to this design detail and the fastener spacing was reduced

to prevent the bucklh.ig mode that precipitated premature fracture.

2.2 FAILURE ANALYSIS OF A JVX-22 OSPREY FULL SCALE WING TEST BOX

Failure analysis of the wing box was cop ducted by the Boeing Company.

2.2.1 Background History

Analysis of the wing box was initiated after premature fracture had occurred during testing

of the structure. Figure 2-3 illustrates the central portion of the forty five foot-iong structure.

immediately following fracture, with the cracking occurring in the center bay region. Discussions

with the test and design engineers indicated that the loading corditions were applied to simulate

upward and aft bending of the outboard ends of the box, so as to create a maximum compressive

stress at the upper skin surface. The construction was found to be a ttriiiger stiffened skin, with

front and rear spars, and the ribs fabricated from graphite/epoxy tape. At this time, the

manufacturing data regarding the specific materials, proresses, and design (as well as the intended
operational envelope) were collected.

2.2.2 Nondestructive Evaluation

Initial visual inspections of the damage region were carried out to identify the areas of visible

fracture or deformation. As shown in Figure 2-4a, the upper skin surf'ace exhibited a branching

translaminar crack across the entire surface (severing all five stringers) and compression type

translaminar fracture morphology for both the skin and stringers (as indicated by the flat fracture

appearance). This macroscopic translaminar branching most likely id'dcated the gross overall
fracture direction, such that the cracking progressed across the skin from the rear spar region in a

chordwise direction toward the front spar. The translaminar cracking intersected the trailing edge

of the skin at a radius for a runout of an overhanging tab. Extensive delamination was evident en

each side of the translaminar cracking, often wedged open from mating fracture surface overrun

during compression loading. Figure 2-4b presents the underside of the upper skin surface, at the

trailing edge tab region, illustrating the type and extent of damage.

The front and rear spars, shown in Figure 2-5, were also cracked, each exhibiting vertical

translaminar fractures that appeared to intersect the upper skin fracture. The spar webs were

delaminated around the translaminar cracks, with extensive buckling indicative of a compressive

load at failure.
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Figure 2-3. Central Portion of JVX V-22 Central Wing Test Box

The lower skin surface, shown in Figure 2-6, was damaged in a similar manner to the upper

sl, in, although to a lesser extent. The skin buckling also indicated a compressive loading. Since the

stress prior to fracture was supposed to be tensile, the neutral axis between tension and compression

must have shifted to below the lower skin surface during the failure process. As a result of these

visual observations, it appeared that damage in the upper skin and spars occurred prior to cracking

in the lower skin.

Nondestructive examinations were then performed to determine the extent of nonvisible

damage. While still intact as a complete structure, the entire wing box was subjected to hand-held

pulse echo inspection. This allowed determination of the extent of delamination surrounding the

translaminar fracture as well as checking the remaining structure for any other damage that may

have either contributed to, or occurred during, the failure. The outline of the delaminations

surrounding the translaminar fractures as indicated by pulse echo are visible in Figures 2-4, 2-5 and

2-6.

2-5



CD)

400

or ii

2-6



Ci)

*
V.)
I-

Li..



Front Spar

Rear Spar

Figure 2-5. JVX Wing Test Box Front and Rear Spars
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0 Figure 2-6. JVX Wing Test Box Lower Skin Surface
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Following the visual inspections and photo documentation, the damaged central wing box
portion was cut out and the major components (skins, ribs, spars, etc.) were separated from one
another. During component breakdown, each fastener was carefully removed and examined for
proper fabrication and installation. No damage or incorrect manufacturing anomalies were
identified related to fastening. Following removal of the skins, spars and ribs in the failure region,
each of these components were subjected to C-scan through-transmission ultrasonic (TTU)
inspections to more accurately appraise the extent of delaminations. As shown in Figure 2-7, the
upper skin surface damage at. the trailing edge tab radius was easily defined. Suspecting damage
such as small translaminar cracking at the radius on the other side of the tab, radio-opaque
penetrant X-ray inspection was performed in this region, however no damage was present.

2.2.3 Materials Characterization

MIiterials characterization involved performance of the following tests on all components,

with a brief summary of the results:

1. Degree of cure (Tg) using TMA flexural method; Tg = 191?C to 20.1C - indicating a
proper cure (180'C specification minimum)

2. Resin content using density gradient column method; acceptable 33.8 percent by weight
(35 percent prepreg)

3. Microstructure/porosity using optical microscopy; no resin starvation or porosity, no

fiber waviness

4. Ply count and orientation using optical microscopy; all components in good condition

except slight ply discrepancies in upper skin near trailing edge tab radius

5. Dimensional conformance to engineering drawings; upper skin tab radius was 1.5 inches

but the drawing call-out was 3.0 inches (this discrepancy was evaluated by analysis for
stress concentration factor, kt effect).

2.2.4 Fractography

Using the outline of the delamination generated by NDE, the fractures were abrasively
sectioned open to minimize artifacts. Detailed crack mapping of the delamination surfaces was
performed by optical microscopy, with documentation of the fracture morphologies obtained by the
SEM. Areas of delamination were found to be principally Mode I tension dominated, with localized
Mode II shear regions. The overall crack growth directions, as well as the fracture origin regions for
the upper skin surface and the rear spar are shown in Figure 2-8. These analyses revealed cracking
of the upper skin initiated by compression buckling fracture mode at the trailing edge tab radius
with resultant fracture propagating toward the leading edge. Similarly, the rear spar fracture
originated in a region adjacent to the upper skin surface. Crack mapping in this region was very
inconsistent, with a nearly random variation in the microscopic river marks and hackle orientation.
No anomalous conditions such as porosity, resin starvation, or chemical contamination were
identified in the origin regions.
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Figure 2-.Ultrasonic~ C-Scan of Upper Skin Surface
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analyses with the overall strain allowables. The next stage was to take inputs from the materials

characterization and the fractography analyses, and evaluate the strain criticality at the structural
level. Through finite-element analyses, an unanticipated strain level was identified at the upper
skin tab radius, with the notch kt effect at the radius contributing to the strain level. Subsequently,
two small scale replicate panels were fabricated, tested and subjected to complete failure analysis
investigations. One panel was fabricated with, and one without, the tab and radii on the skin

surface. Through these verification test panels, it was shown that by elimination of the tab, and thus
the radii, a premature buckling mode that precipitated fracture could be prevented.

2.3 FAILURE ANALYSIS OF THE NASA HIMAT WING

Failure analysis of the wing was conducted by tile Boeing Company.

2.3.1 Background History

Figure 2-9 presents the NASA HIMAT wing section in its as-received condition. This wing

was built by Rockwell International for a highly maneuverable research vehicle to study future
designs for the next generation of U.S. fighters. The composite wing is a 44 percent scale model, to
lower overall program cost and risk. Following numerous unmanned test flights, the outboard
sweeping section of the wing was removed and subjected to simulated flight spectrum mechanical

testing in the lahoratory. Information supplied at this stage in the investigation regarding
construction was very limited; the outboard canard was found to be fabricated from aluminum alloy
and the remaining portion of the wing was fabricated from a continuous fiber reinforcel laminate.
Failure, denoted as a loss of structural stiffness, occurred during the mechanical testing.

2.3.2 Nondestructive Evaluation

Nondestructive evaluation was performed on the entire wing to determine areas of damage
or defect conditions caused from testing or manufacturing. A wide variety of NDE techniques were
used, primarily to evaluate each technique and to more completely determine the constructien of the
wing. The following techniques were applied; visual inspection, radiography, through-transmission

ultrasonics (C-scan), pulse-echo (B-scan), eddy current, and ultrasonic bond testing. Of these six, the
key methods used to obtain data were visual inspection, TTU, and hand-held pulse echo.

Although no visible primary translaminar fractures were identified, visual examinations
revealed several delaminations aiong the inboard edge (up to 13 cm in length), disbonds (up to 3 cm
in length), and surface delaminations (up to 13 cm by 8 cm). Blunt gouges were found at the center

of two of the delaminations along the inboard edge of upper skin, appearing to be mechanically
induced after part cure. This damage may have occurred during wing removal following flight
testing. These gouges are shown in Figure 2-10. On the upper skin, an area was mechanically
abraded, indicative of surface repair.

TTU analysis provided a through scan of the discontinuities along the upper and lower skins.
The major delarainations and disbonds occurred along the inboard edge of the wing, with the

* exception of one donut-shaped delamination at the center of the wing. Figures 2-11 and 2-12 show
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Upper Surface 0.05X

0

Lower Surface O.06X

Figure 2-9. NASA HiMAT Test Wing in the As-Received Condition

the TTU hard copy printout. The areas indicated by alphabetical flagnotes were delaminations or

disbonds which were crack mapped durir,,, subsequent fractographic examinations. However, the

areas shown with numerical flagnotes were defects indicated by X-ray, such as core to skin disbonds,
core crush, and water in the core cells.
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(a) Section C 0.8X

Gouge

(b) Section B 0. 63X

Figure 2- 10. Upper Skin Inboard Edge Damage

The hand-held pulse-echo inspections revealed the depth of each defect. The deepest

delamination occurred 0.86 cm (0.34 inches) Lelow the skin surface. These depth measurements
became very useful when the handmilling cuts were made to remove the delamination regions. This

allowed precise cutting, reducing ýhe extent of damage to the remaining portion of the wing, and
allowed a more successful repair.
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0
2.3.3 Materials Characterlzation

Following the nondestructive inspection, material characterization of the wing was

performed to verify material composition, ply orientation, ply layup, and material processing/cure.

The materials used to construct the wing were found to be carbon, boron-tungsten, and

fiberglass fibers in an epoxy resin. These material constituents were identified by the following
techuiques: scanning electron microscopy optical microscopy, electron probe microanalysis, and
electron scattering for cbh,,iucal analysis (ESCA). The fibers were identified by SEM, ESCA (Figure
2-43), and optical microscopy (Figure 2-14). The novalac based epoxy resin was identified by infrared

spectroscopy.

The ply orientation and number of plies were found to be consistent with engineering
drawing specifications. Localized discontinuities such as resin-rich and resin-starved regions (Figure
2-15) were usually caused by misalignments of the extremely large boron fibers. A small amount of
porosity was seen in the graphite/epoxy plies between the 0 and 90 degree plies. These

discontinuities were not found to be associated with tne delamination regions and therefore were not
considered as contributory factors to the cause or part failure.

Using thermornechanical analysis (TMA) in the flexure mode, the Tg was found to be 212'C,
consistent with specification requirements for a 1770 C cure system.

S 2.3.4 Fractography

Since materials characterization tests revealed that the laminate was constructed per
specification and drawing requirements, efforts were directed toward the determination of the

fractographic features related to each of the delaminations identified by NDE. Using optical
microscopy, each of the delaminations were crack mapped to determine the mode of fracture, the
origin location, and any anomalous conditions associated with the origin. The fracture mode was

primarily interlaminar or intralaminar Mode I tension, with origin locations at edge defects or
fastener bores. Crack initiation was found to be due to a variety of causes, including mishandling,
improper bonding of the honeycomb, and improper hole drilling. The delamination interfaces were

primarily between the fiberglass and boron plies or between the 0 and 90 degree graphite plies,
which are often considered the weaker interfaces in a laminate. Two delaminations at the edge of

the upper skin surface exhibited features indicative of crack growth by cyclic loading, evident by the
presence of macroscopic beach marks (Figure 2-16) or extensive rubbing damage of the mating
fracture surfaces. Both of these fractures initiated at gouges at the inboard edge, possibly due to
mechanical prying with blunt instruments during separation of the outboard section of the wing

(following flight tests and prior to laboratory flight spectrum loading). No indications of cyclic crack
growth (due to mechanical testing) were found on the other fractures. Table 2-1 illustrates the

features identified for each of the delamination regions. Figure 2-17 presents several of the fracture
surfaces with arrows defining the direction of crack growth.0
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Figure 2-15. Cross-Section Illustrating Boron Fiber Misalignment Resulting in Resin-Rich
Adjacent Regions
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Figure 2-16. Photomicrograph of Beach Marks Indicative of Cyclic Crack Growth and
Crack Propagation Direction

Table 2-1. Fractography Results From NASA HiMA T Wing

Delamination Origin location Fracture mode Comments region

Section A At sharp radius at Mode II shear at origin Boron-fiberglass Interface
edge of skin with mode I tension

growth

Section B Likely at an edge Not determinable Abrasive rubbing prevented analyses
gouge

Section C At edge gouge Mods I tension Radial crack growth with beach
marks from cyclic loading

Section D Not determined Mode I tension Donut-shaped defect

Section E Fastener bore Mode I tension Boron-fiberglass Interface

Sections At edge with no Mode I tension Crack arrested at fastener bore
F and G defect

Section H Fastener boro Mode 1 tension Resin particulate from drilling-
induced delamination

Section I Fastener bore Mode I tension Porosity aided crack Initiation of
fabric graphite plies
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2.3.5 Stress Analysis

Stress analysis was not performed. This was due to limited funding and because the

majority of the delaminations were associated with defect conditions identified by the techniques
described above.

2.4 FAILURE ANALYSIS OF A CARBON FIBER REINFORCED PLASTIC I-BEAM

Failure analysis of the I-beam was conducted by the Boeing Company.

2.4.1 Background History

Figure 2-18 shows the I-beam in its as-received condition. This component was fabricated by

the personnel at the Air Force Wright Patterson Aeronautical Laborato: ies (AFWAL). Information
regarding the component's layup, material composition, resin content, and cure temperature was

provided by AFWAL. The component was tested in a four point bend test. The I-beam consisted of a
tape laminate with vertical web and two horizontal caps, similar to stringers used to stiffen skins on

aircraft wing construction. Small vertical stiffeners were secondarily bonded at several locations

along the length to provide support of the cap flanges during loading. Efforts were aimed at
determining the cause of failure with the quickest and lowest cost methods available. As a result,

examinations such as fractography were performed without an SEM, relying on macroscopic and
optical means of identifying the sequence and origin of fracture.

2C 3C 5C 6C

2D 3D 5D 6D

0.18X

6A 5A 3A 2A
Upp6r Cap

Lower Cap -I
6F 5F 3. 2F

0.18X

Figure 2-18. CFRP I-Beam in the As-Received Condition

2-22



O 2.4.2 Nondestructive Evaluation

NDE was performed on the 1-beam to determine areas of damage or defects caused from
testing or manufacturing. Visual inspection of the beam revealed bearing damage on the caps
indicative of the loading points during mechanical testing. This allowed determination of the types
of stress, (that is, compression, tension or shear) imparted on the various regions of the beam. For
continuity throughout this discussion, the upper cap was compressively loaded and the lower cap was
in tension during flexural loading. Delaminations were found at two locations in the upper cap, with
remaining damage limited to brooming (localized buckling) of the small vertical stiffeners
immediately below the two center loading points, most likely due to the compressive loading. These

damage conditions are presented in Figures 2-19 and 2-20. TTU inspection required three scans to
evaluate the entire beam. First, the vertical web section was inspected. Since no delaminations

we-e identified, the beam was cut longitudinally along the web to ailow the upper compression cap to
be inspected. The upper cap was found to be delaminated in the identical regions which were
visually identifiable (Figure 2-21). The upper cap was free of delaminations in the central region

between the two loading points (an area of pure compression loading and no shear stress in the
laminate plane).

2.4.3 Materials Characterization

Cross-sections were performed on the ends of the beam to evaluate the laminate quality and
construction. Ply counts indicated thaL the beam was fabricated with the correct number and

orientation of plies. The overall part quality was found to be poor; extensive porosity was located at
the web-to-cap junction and lack of adequate tooling constraint during cure allowed deformation of

the entire laminate thickness (Figure 2-22).

Fiber diameters were measured to identify the fiber type (carbon AS4). Infrared spectroscopy
was used to identify the novalac based epoxy resin and the presence of sulphur compounds indicative
of a diaminodiphenyl sulphone (DDS) hardener used in epoxy resin systems. Thermomechanical

analysis (TMA) using the flexural method was employed to determine a Tg of 3790 F: verifying a
complete cure of a 177°C (350'F) cure system. The resin contents of the caps were determined by the

density gradient column method. The resin content was 27 percent by weight, much less than that of
the original prepreg which was approximately 34 percent. This was a definite concern since resin
contents below 30 percent have been shown to significertly reduce the laminate strength,
particularly for resin dominated fractures such as interlarninar shear and tension or compression

buckling.

2.4.4 Fractography

The delaminations in the upper cap were removed by cutting to prevent further
delamination. Visual macroscopic inspection of the surfaces revealed tLe presence of both shiny and
milky appearing regions, indicative of tension and shear dominated delaminations, respectively. The
fracture occurred at the interface between the 0 and 45 degree plies, most likely due to the stress

gradient between the axial 0 degree ply (which carries the primary axial flexural loads) and the off-
* hxis 45 degree ply. Crack mapping was performed with the optica! microscope, with the localized
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Figure 2-19. Regions of (a) Compression Buckling and (b) Delamination
in the Upper Cap Section of the I-Beam

crack directions determined by examining the orientation of the hackles in the shear dominated

regions and the river marks in the tension dominated regions. Cracking was found to initiate by
shear at the web-to-cap junction, under the loading contact points. Cracking continued along the

central region of the cap (where extensive porosity was evident) by mixed mode, although primarily 0
tension toward the ends of the beam, as shown in Figure 2-23.
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3.5X (a) (b) 34X

0.64X

Figure 2-20. Regions of (a) Compression Buckling and (b) Delamination
in the Upper Cap Section of the 1-Beam

2.4.5 Stress Analysis

Although no calculations were performed, simple beam flexure theory identified the presence
of an interlarninar shear stress gradient in the upper cap, being most concentrated immediately

under the central bearing points and reducing in stress toward the beam ends. This gradient
accounts for crack initiation by interlaminar shear at the load point, aided by the reduced strength in

the cap due to extensiv'e porosity.
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Fiure 2-22. Extensive Porosity and Laminate Deformity in the Web-to-Cap Junction

2-2

S/ .

1. 

.1 
"~ " •?

Figure 2-23. Results of Fractographic Crack Mapping of an Upper Cap Delamination
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2.5 FAILURE ANALYSIS OF A BALLISTICALLY DAMAGED COMPOSITE TEST PANEL

Failure analysis of the ballistically damaged composite test panel was conducted by the

Boeing Company.

2.5.1 Background History

Figure 2-24 shows the fractured test panel in its as-received condition. The rectangular

panel, with a dimension of 43 by 36 inches, appeared to have been fastened to one or more fixed

structures during testing. Due to limited background information, the emphasis was placed on the

visual examination. At the time of the part's receipt, it was speculated that the part had been

fractured via impact loading. This speculation was made due to the appearance of the damage which

was typical of that observed in impact loaded structures.

2.5.2 Visual Examination

As shown in Figure 2-25, the damage appeared to have been caused by an object penetrating
through the panel from the interior surface (Figure 2-25a), as evidenced by the brooming fibers on

the exterior surface (Figure 2-25b). These damage features are commonly observed in an impacted

specimen.

In conjunction with stress analysis, visual examination was performed using fastener hole

damage as evidence to determine the loading condition experienced by the panel during the test.

The key evidence was the depth and elongation of the hole. In general, hole elongation indicates

shear-type loading in which the head and the shank of the fastener tilt at an angle to the hole.

Figure 2-26 illustrates the damage of a typical shear loaded fastener hole. The damage seen in the
countersunk region of the fastener hole was created by the fastener head which dug into the

laminate due to the test load. In contrast, tension loaded fastener holes did not show any sign of

elongation, retaining their circular shape (Figure 2-27). The fastener head dug beyond the

countersunk region causing severe delamination near the inner edge of the hole. Figure 2-28 shows

the mapping of the fastener hole damage. From the mapping, it was determined that Region A of the

panel was loaded under tension and shear. However, Region B seemed to have been securely

fastened to a fixed structure as evidenced by the lack of fastener hole damage in that portion of the

panel.

The fastener hole damage also provided information to verify the proper use of the fasteners

or the fastener holes for the particular load conditions applied. Two commonly used fasteners were

placed into an undamaged fastener hole to determine which had been used

(Figure 2-29). The tensile fastener, which has a slightly larger head diameter than the

(intermediate) shear fastener, fitted flush into the undamaged hole. However, when the fasteners

were placed into one of the fastener holes damaged from tensile- loading (Figure 2-30) it was evident

that the shear fastener was used. The tensile fastener head was too large for this particular fastener

hole damage, but the shear fastener fitted almost perfectly into the damaged hole. The above

macroscopic analysis suggests that the tensile fasteners were used for Region B and shear fasteners

were used for Region A.
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Figure 2-28. Mapping of the Fastener Hole Damage
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Figure-29. Difference in Fastener Fit in the Undamaged Fastener Hole
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2.5.3 Nondestructive Evaluation

To determine the extent of the damage, through-transmission ultrasonic inspection (C-scan)

was performed. The dark-shaded regions in the vicinity of the fastener holes and at the apparent

impact site indicate the damaged region. These regions are shaded due to higher attenuation from

the anomalous regions. Most of the damage occurred on one half of the panel, Region A, as shown in

Figure 2-31.

Undamaged W '-

Damaged 1 Z
Impact site--.,

O.08X

Region A Region B

Figure 2-3 1. Through Transmission Ultrasonic (TTU) Scan of Component

2.5.4 Materials Characterization

To characterize the material system, thermal/chemical analysis, electron microprobe

analysis, and optical microscopy were performed.

A Fourier transform infrared (IR) cpectrometer was used to determine the resin used to

fabricate the component. Two samples from the panel were analyzed. Figure 2-32 shows the

infrared (IR) spectrum obtained from the test sample. '1 ne general resin type was determined to be a

350'F cure conventional epoxy system by the method of fingerprinting using the limited in-house

database of IR spectra. Figures 2-32b and c show the IR spectra of Hercules 3501-6 and Hlexcel F263

prepreg materials respectively; these spectra ware used for fingerprinting those obtained fi om the

sample.
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Figure 2-32. Infrared Spectroscopy Results
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Differential scanning calorimetry (DSC) showed no exothermic peaks, indicating that the
material was fully cured (Figure 2-33). A decomposition at 378'C was also observed.
Thermomechanical analysis (TMA) showed the average glass transition temperature (Tg) to be
210°C (410'F, Figure 2-34). Thermogravimetric analysis (TGA) indicated the composite decomposed
at approximately 357°C (675°F, Figure 2-35)

T 1343. 600 *C

325.0 T2 391.333 'C

300. 0 G CneQt 377.942 *C

2 Y VGIUQ 143.203 mW
275.0-1

250.0

" 225.0

"o 200.0 o

150.175.0

05.

f 150.0 -

25.0 "

0 .0 -7 -1 T 1 1

50.0 100. 0 150.0 200.0 250.0 300. 0 350.0 400.0 450. 0

TampQratura (C)

Figure 2-33. DSC Thermogram

Acid digestion was performed using nitric acid to determine the resin content. The average
weight percent of resin content (three samples) was 29.3 percent as shown in Table 2-2. Because of
the lack of background information, it was impossible to tell whether the resin content was out of
specification. However, from the fracture appearance it was determined that the resin content was
not the primary cause of the fracture (since no major voids were observed near the fracture).

Figure 2-36 shows the wavelength dispersive X-ray (WDX) scan of the sample. The WDX
scan indicated that the fiber used was carbon which is characterized by a Ka peak at 44.700A and
0.277 KeV. The WDX technique was used instead of EDX (energy dispersive X-ray) because WDX
allows the detection of lighter elements such as carbon and oxygen.

Evaluation of an area away from the fracture showed that the quality of the laminate was
good (with little porosity) and the ply stacking sequence was symmetrical (Figure 2-37). Due to the
sev..ity of the fiber damage near the apparent impact site, it was impossible to perform an
evaiuation of the cross-section.
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Figure 2-35. TGA Thermogram

Table 2-2. Resin Content D&termined by Acid Digestion

Sample Composite weight Fiber weight Resin content
No. (grams) (grams) (% by weight)

A 1.6451 1.1691 28.9

B 1 3565 0-9571 29.4

C 1.7080 1 2028 29.6

Average: 1.5699 1.1097 29.3

2.5.5 Fractography

Fractography of this component was largely macroscopic. The damaged region resembled an

area typically observed in an impact loaded structure. The fracture exhibited complex mixed-mode

features involving both tension and shear. Further microscopic analysis was not performed because

the macrofractography of the fractured panel provided sufficient evidence to determine the crack

direction, fracture mode, and origin.
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Figure 2-36. Wavelength Dispersive X-Ray (WDX) Scan of the Fiber

2.5.6 Stress Analysis

Stress analysis was performed in conjunction with visual examination to determine the state

of loading of the fractured panel.

2.5.7 Summary

The fastener hole damage indicated that Region A of the test panel was subjected to tensile

and shear loading. Region B showed no sign of damage suggesting that it was fixed to some type of

structure. The major damage on the panel appeared to have been caused by impact loading in which

a projectile penetrated through the panel from the interior surface. Materials characterization

revealed that the resin system used in the fabrication of this component was a 350°F cure

conventional epoxy system reinforced with carbon fibers. This material system exhibited an average

resin content of 29.3 percent by weight and was fully cured.

The cross-sectional evaluation away from the fracture revealed that the laminate quality and

its symmetrical stacking response were good; little porosity was found. Further microscopic analysis

was not performed because the macrofractography of the fractured panel provided sufficient evidence

to determine the crack direction, fracture mode and origin.

2.5.8 Concluslons/RecommendatIons

The fastener hole damage observed in certain locations on the test panel indicated that some

of fasteners were not designed for the particular application. The fasteners on the end of Region A
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experienced a substantial amount of shear loading compared to the rest of the panel. The
recommendation would be to examine the hole damage and make appropriate changes in the

fasteners (i.e., change to shear or tension) to accommodate the load conditions experienced during

the initial testing. Due to the fact that the mechanical test was unknown, recommendation for

design improvement is difficult.

Material anomalies such as contamination or poor processing were not related to the cause of

the fracture. The cause of fracture appeared to be impact loading due to the penetration of a
projectile (see editorial note in Section 2.12.1).

2.6 FAILURE ANALYSIS OF A MAIN LANDING GEAR STRUT

Failure analysis of the strut was conducted by the General Electric Company.

2.6.1 Background History

The component was a Helio H-800 main landing gear strut, which had prematurely fractured

at the wide end of the strut. The component was an E-glass/epoxy composite with a 0/90 layup. The

strut was oriented on the aircraft approximately 40 degrees with respect to the vertical and was

subjected to axial and shear stresses, as well as a bending moment, induced by the weight of the

aircraft.

2.6.2 Visual Examination

The main fracture was located at the wide end of the strut at the point where the taper

begins (see Figure 2-38). This translaminar fracture revealed both tensile and compressive fracture

characteristics, typical of fracture under a bending load (Figures 2-39 and 2-40). Tensile fracture
was indicated by multiplanar fracture with individual fibers or bundles observed, whereas

compressive fracture was indicated by planar fracture. Translaminar fracture occurred at an angle

such that it propagated through the boltholes on the lower surface and adjacent to the boltholes on

the upper Furface (see Figures 2-38 through 2-41). The edge of the aircraft mounting plate was

located near the fracture location. The tensile and compressive portions of this fracture were

consistent with the bending moment produced as installed in the aircraft (see Figure 2-42). Three

separate delaminations were observed in this strut. One delamination was observed ill the small

piece at. approximately the mid-thickness of the strut, between the tensile and compressive portions

of the fracture (neutral axis). Two delaminations were observed on the large (long) piece which

divided the strut thickness approximately into thirds.

2.6.3 Nondestructive Evaluation

Nondestructive evaluation was riot performed on this component because the damage was

considercd to be readily apparent upon visual inspection.

2-42



CIL

01

CU

•--

CL

0i

0.L

2-43



x0

CZ

(b~

'- 0

40

.R)

L)~

2-44)



0

Delamination T

T

Upper surface -
lX

Fracture surface-small piece

2-45

1L '
I -_

i ->

I1

ii

Delam~nation--upper half O.6X Delaminalioii-upper half O.6X

Figure 2-40. Macrophotographs of the Top of the Small Piece Fracturu Surface S'hovwing Delamination, m
S~~Upper Surface, T~ension Fracture (T) and Compression Fracture (C)-_

]c l" we- 1 nxicop"ot•' gI;'p" -s sli"S'Cw'• :.e C.:', CJ "de}C',]r..cd: enl sJ'•.aces a/:e2 :,ibzfa~ory sons-orilon o '0 Me C!am.naicn. ITne n-ea s

show''," n~y :;e sodl bOxS magn.I.i.n. in. ,E .. , 2,46

2-4t5



x o

0-
al,

CL

•-- r

OctE

o•
2-46

•cx

°'3

2-4J



ICD

vi

AIF 0P

CU

cc0

ba-

IL 
Z

2-47



2.6.4 Material Characterization

Nearly identical results were obtained from the glass transition temperature measurements

by TMA and DSC (see Figure 2-43). These values were 133°C (271'F) and 135 0 C (275°F),

respectively. These a-e typical values for a 121'C (250 0 F) epoxy resin. A metallographic section was

taken through a bulged area (see F~gures 2-44-and 2-45), found adjacent to a bolthole, which was

apparently the result of constraint by the bolt. This section revealed microbuckling of fibers in a

crack-like formation extending from the delamination toward the lower surface. Fiber and matrix

details were difficult to discern from the prepared section, but the overall condition of the 'aminate

appeared to be good.

2.6.5 Fractography

SEM examination was performed on the single delamination of the small piece. Evidence of

shear fracture (scallops and hackles) was observed on the laboratory-exposed surface of this

delamination (see Figures 2-46 and 2-47). The propagation direction was oriented axially along the
length of the strut, but the exact direction could not be determined. Examination of the tensile h1alf

of the translaminar fracture revealed radial patterns on fiber end fractures (see Figure 2-48). Thp

resultant direction of" crack-propagation, determined by mapping the directions in which the lines

radiate in the individual fiber fractures, was from the lower surface (tension) toward the

delamination. Examination of the compressive half of the translaminar fracture revealed buckled

fibers displaying chop marks (see Figure 2-49), typical of compressive failures. Although SEM

examination of the translaminar fracture was conducted around the bolthole region, the non- 0
conducting surfaces encountered produced images which were not of sufficient quality to include in
this report. SEM examination of the translaminar fracture was difficult to perform, due to the

extreme depth of this fracture. This prevented adequate application of gold (even after multiple
sputter applications) to get a uniformly covered surface. Therefore, charging of uncoated areas

during SEM examination made the location of suitably informative, fiber fractures difficult to

perform.

2.6.6 Stress Analysis

Preliminary stress analysis was performed in conjunction with visual examination to

determine the state of loading of the strut.

2.6.7 Conclusions/Recommendations

All ev'idernce observed during this investigation indicates failure of the strut due to a bending

moment applied at the aircraft attachment plate (fracture location). The moment induced tensile

and compressivez fractures at the lower and upper surfaces, respectively, as well as the delaminations

observed due to the acting shear plane. Since no material defects or anomalies were observed during

this evaluzition, the fracture apparently occurred due to overload, perhaps during hard landing. Due

to the fact that tensile fiber radial patterns indicated propagation from the tensile surface toward the

delaminations and since the observed delaminations are discontinuous, it is inferred that initiation

of the translaminar fracture occurred prior to delamination.
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More specific conclusions could be drawn concerning the loading of this component during

fracture if some record of aircraftlcomponent field service had been provided. Although this
information was not provided, indication of some field service of this component was observed in the

distortion at the boltholes (see editorial note in Secticn 2.12.2).

2.7 FAILURE ANALYSIS OF A VERTICAL RUDDER

2.7.1 Abstract

Failure analysis was performed by Northrop Corporation on a vertical stabilizer assembly

that had failed during repair. The failure analysis logic network (FALN) was used to determine the

failure location, and to establish the cause for fai!ure of the part. It was determined that failure

occurred due to blown core caused by an attempt to repair the rudder with moisture in the
honeycomb.

2.7.2 Background

Two rudder assemblies, identified as P/N 76301-68G240001-1003 and P/N 68A240001-1013,

A221070 were submitted to Northrop by the Air Force for evaluation. The parts were reported to be
stabilizers from F-15 aircraft, and one of the parts reportedly had failed during repair. The service
records or flight histories of the components were unavailable. To assist in the investigation,

engineering drawings showing the details of the parts were provided by the Air Force.

2.7.3 Analysis of Failure

Figure 2-50 shows the FALN used to perform the investigation. The sequence consisted of

initial visual examination and macroscopic documentation of the part, followed by NDE evaluation to
establish the failure regions. The frocture regions associated with the failure were revealed by ply

sectioning to expose fracture surfaces. Scanning electron microscope (SEM) examination was
carried out on the fracture surfaces to establish the fracture mode. Based on the results, additional

NDE tests were determined to be necessary. This was followed by material testing (QC tests), with
final engineering analysis to establish the cause for failure.

2.7.3.1 Visual Examination

Initial examination of the parts in the as-received condition showed that the rudder labeled

PIN 76301-68G240001-1003 was relatively intact, whereas P/N 68A240001-1013, A221070 was the

part that had been repaired. Further testing was accordingly concentrated on the latter part.
Figure 2-51 shows photographs of the repaired part in the as-received condition. As shown, one of

the skins (arbitrarily labeled as the inboard side) had a repair patch close to the leading edge of the

assembly. The outboard skin had a localized region of damage as determined by simple coin tap
tests, in a region immediately opposite the patch.

0
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0

Steps Used In Failure Analysis

0 Visual Examination and Macroscopic Documentation
of Part

E) AUSS C-Scan of Part For Damage Locations

0 2-D, 3-D UT-Scans For Detail In Damage Areas

o Ply-Sectioning To Expose Fracture In Failed Areas

O SEM Fractography

o X-Ray o, Core

6 OC Tests

0 Analysis of Results

C ause For Failure

Figure 2-50. FALN Sequence Used in Investigation of Rudder Failure

2.7.3.2 Ultrasonic Testing of Rudder Assembly

Initial nondestructive testing of the rudder consisted of conventional through-transmission
ultrasonic (TTIU) testing of the assembly. Figure 2-52 is a photograph showing a composite of the
TTU plot. C-scan testing revealed indications in the outboard skin close to the leading edge.

Detailed 2-D and 3-D pulse echo ultrasonic imaging was concentrated on the repair and the
outboard skin in the area associated with C-scan ultrasonic indications. Figure 2.53 shows a B-scan
of the repair on the inboard skin. No disbonds or delaminations could be detected in the repaired
area. Figure 2-54 sho vs 2-D and 3-D pulse-echo images of the damaged region in the outboard skin.
As shown in Figure 2-54a and 2-54b, damage in the outboard skin consisted of a large circular
delarmination approximately 5 inches in diameter and at a distance of2/3t (t = skin thickness) from
the top surface. In addition, as shown in Figure 2-54, there were two smaller delaminations closer to
the top surface, and extensive porosity in the damaged region.
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(a)

(b)

Figure 2-51. As-Received Photographs of Rudder
(a) Inboard Side

Note patch at arrow

(b) Outboard Side
Note darmage at arrow

2-58



Figuire 2-52. Cornposiue TTU Plot of Rudcler

Figure 2-53. 8-Scan of Repair Region on Inboard Skin
Note - 3yu1ity in repairod arse
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(a)

(b)

Figure 2-54. Pulse Echo Images of Damaged Region
(a) 2-D B-Sca !Shows Primary Delamination (Arrow)
(b) 3-D B-Scan Shows Multiple Delarninations (Arrows) and Porosity
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* 2.7.3.3 Fractographic Examination

In order to perform fractographic examination, a rectangular coupon was sectioned from the

rudder containing the damaged region in t1 .e outboard skin, and the repaired region in the inboard

skin. The coupon was ob-tained by sectioning the rudder well away from the regions of interest using

:, flood-cooled carbide saw. The detect surface a;s.ociated with the primary delamination was exposed

by me:ns of' a controlled saw cut and gentle peel loads in the laboratory. Figure 2-55 shows

macrophotographs of the coupon after exposing the fracture. As shown in Figure 2-55a and 2-55b,

the fracture surfý.ce associated with the delamination was highly reflective and had a colored ridge of

epoxy traversing the surface, approximately 3 inches away from tht. lnter of t.he delamination. Also

of i- -crest was the oLservation that -,he damage indications were not due to coi disbond (see Figure

2-55c).

Figures 2-56 and 2-57 show SEM photographs of fracture features observed in the

del-Amiriatiun region and in regions adjacent to the delarnination. In the region of the delamination,

ILe fracture surf.ace exhibited a "resin. starved" condition, with very little evidence of fracture. As

snown in Figure 2-56, stray hackles could be observed; however these were associated with very fine

porosity. The epoxy ridge shown ;n Figure 2-55 was also associated with fine porosity (see Figure 2-

57b). The laboratory fracture regions, in contrast, were associated with peel fracture characteristics

in the form of river Iýatterrii in fractured epoxy (Figure 2-57c).

In siimmar,, SEM examination indicated:

1 Very little evidence of fracture in the defect region

2. The defect appeared resin-starved qiid associated with extensive porosity

3. F .Lor, .werload occurred by peel.

2.7.3.4

"e o, porosity in the defect was considered unusual and suggested that it may

have occu. , .- the delamination event. Consequenty, X ray examination was carried out on

the rudder assembly. x(adiog-'a:phic examination revealed a "blown-core" condition ita the rudder as

is illustrated in Fig-ure 2-58.

2.7.3.5 Microstructure

Limited crosc-sections of the rudder were examined using materialographic sectioning

techniques. Figure 2-59 presents the typical micro.structural features observed in the outboard skin.

No abnormalties were noted in the cross-section other than porosity. The boron/epoxy (,B/Ep) plies

and glass tracers appeared to be in ace ,rdance with the call-oats in the drawing: provided.

2.7.4 Summary

The occuri-ence of a bh wnr core condition indicated that moistur-e had played a role in the

failure evert. It was concluded that failure octurrea when repair was attempted with wet core.

IDuring repair, the moisture turned into steam, and cause localized delanninations in the outboard

skin.
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Figure 2-58. X-Ray Radiograph Shows Blown-Core, in Rudder

0 ~Figure 2-59. P,'.oto graph of Cross-Section Taken Through Rudder Skin
Note Poroslty In Skn at Arrows

2-65



2.8 FAILURE ANALYSIS OF A HORIZONTAL STABILIZER TORQUE BOX ASSEMBL.Y

2.8.1 Abstract

Failure analysis was performed by Northrop Corporation on a horizontal stabilizer torque

box assembly that had failed. The failure analysis logic network (FALN) was used to determine the

failure location, and to establish the cause for failure of the part. It was determined that failure

occurred due to impact damage.

2.6.2 Background

Two horizontal stabilizers, identified as P/N 7630168A890054-2003 and P/N

7630168A210053-1015 were submitted to Northrop by the the Air Force for evaluation. The parts

were reported to be from F-15 aircraft. No service records or flight histories of the components were

available.

2.8.3 Analysis of Failure

Figure 2-60 shows the FALN used to perform the investigation. The sequence consisted of

initial visual examination and macroscopic documentation of the part, followed by NDE evaluation to

establish the failure regions. Based on initial NDE tests, one of the Lwo parts was selected for i iore

detailed evaluation. This part was subjected to extensive NDE Lests to reveal damage locations. The

fracture regions associated with the failure were revealed by ply sectioning to expose fracture

surfaces. Scanning electron microscopic (SEM) examination was carried out on the fracture surfaces

to establish the fracture mode. Based on the results obtained, the cause for failure was established.

2.8.3.1 Visual Examination

Figure 2-61 shows photographs of the parts in the as-received condition. P/N

7630168A890054-2003 (hereafter referred to as stabilizer #1) had the outboard tip missing (Figure 2-

61a), whereas P/N 7630168A210053-1015 (hereafter referred to as stabilizer #2) had extensive

damage on the outboard flight surface (Figure 2-61b). The overall appearance of damage on

stabilizer #1 suggested that the damage may have been a post-failure event. The appearance of the

outboard skin damage on stabilizer #2 suggested foreign object or impact damage. Based on

discussions with the Air Force, further evaluation was concentrated on stabilizer #2.

2.8.3.2 Ultrasonic Testing o! Stabilizer Assembly

Initial nondestructive testing of the part consisted of conven, ,nal through-transmission

ultrasonic (T'T'U) C-scan testing of the assembly. Figure 2-62 shows photographs of the C-scan plots.

Damage in stabilizer #2 consisted of two zones, 1) damage at the outboard end of the stabilizer

adjacent to the trailing edge (Figure 2-62a), and 2) mid-section damage extending approximately 9

inches span-wise, and approximately 10 inches chord-wise, starting from the trailing edge (Figure 2-

62b).
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Steps Used In Failure Analysis

o Visual Exarnhation and Macroscopic Documentation
of Parts

E AUSS C-Scans of Parts For Damage Locations

O Selection of Component For Failure Analysis

O 2-D, 3-D UT-Scans For Detail In Damage Areas

O Piy-Soctioning To Expose Fracture in Failed Areas

o SEM Fractography

* Anaiysis of Results

, Cause For Failure

Figure 2-60. FALN Sequence Used to Evaluate Horizontal Stabilizer Torque Box Assembly railure

Detailed 2-D and 3-D pulse echo ultrasonic imaging was concentrated on these two zones of
damage. Figure 2-63 shows pulse-echo images of the damage at the outboard end. Orthogonal cross-
sections of'the 2-1) image (Figure 2-63a) revealed that the damage in this zone (hereafter referred to
as zone A) consisLed of two principal regions of delamination (Figure 2-63b) with one close to the
outer skin, and the second closer to the back face of the skin. Damage in the mid-section location-
(hereafter referred to as zone B) started at or very close to the top face, and extended across the
flight surface and into the interior (Figure 2-64).

2.8.3.3 Fractographic Examination

Guided by the NDE tests, sections were excised from the stabilizer for detailed fractographic
examination. Two rectangular coupons were sectioned from the stabiizer containing the damaged
regions. The coupons were obtained by sectioning well away from the regions of interest using a
flood-cooled carbide saw. The defect fracture surfaces associated with zone:- A and B were exposed
by means of controlled saw cuts and gentle lifting of the delaminated layers.
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(a)

A -B

(b)

Figure 2-61. As-Received Photographs of Horizontal Stabilizers
(a) Outboard 7,;. Missing on Stabalizer # 1, PIN 7630 168A8Q10054-2003
(b) Skin Damage on Staballzer #2. PIN 7630168A 2 10053- 10J15

Nc!e damaged zones A and a
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(a)

(b)

Figure 2-62. 1TJ C-Scans of Horizontal Stabilizer
(a) Damage on Outboard Location Nlear Trailing EFdge (Zone A in Figure 2-6 1b)
(b) Mid-Spa., Damage (Zone B in Figure 2-6 1ib)
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(a)

(b)

Figure 2-63. PuLse-Echo Images of Damage at the Outboard End of the Stabilizer (Zone A)
(a) 2-D Image Showing Delamination,
(b) Orthogonal Section Showing Two Zones of Delamnination
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(a)

Figure 2-64 Pulse-Echo Images of Damage at the Mid-Se~tin of the Stabilizer (Zone B,)
(a) 2-0 image
(b) 3-D Image
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Figure 2-65 shows macrophotographs of damage in zone A. Figure 2-65a shows the fracture0

with the outer (top) ply of the skin removed. Several features were of interest. The overall fracture
had a shiny appearance, with extensive occurrence of rubble. The laminate surface had a wrinkled
appearance, and this was determined to be due to localized buckling of plies (see Figure 2-F5a).
Figures 2-65b and 2-65c show photog-raphs of the defect surface with the second and third plies
removed. It was determined that in each layer there was a fan-shaped region of buckled plies and

extensive rubble.

F'igur-es 2-66 and 2-67 show SEM photographs of fracture features observed in the first and
second layers of the delamination in zone A close to the outer surface. In each layer, the
(lelamninations are associated with a central zone of compression debris (Figure 2-66a), believed to be
tile local point of impact. The delamination was characterized by fine river patterns in the fractured

epoxy (Figure 2-66b) that propagated radially outward from the impact site, arid suggested that
delamination had occurred due to peel.

Figure 2-67 shows SEM photographs of the delamination in zone A with the second layer
removed. Again peel fracture characteristics were observed. Stray regions were also associated with
"bare" boron fibers (Figure 2-67a), however, it was felt that these were unrelated to the failure event.

SEMI examination of the damage in zone B again revealed feature-, indicative of failure due
to impact. Figure 2-68 is at macrophotograph of the section with the outer skin removed. The
fracture surf~ace was charact~erizped by two local points of impact (only one of which is shown.), cracks
in cross-plies and extensive rubble.

Figure 2-69 shows SEM photographs of the delaminated layer in zone B. Again mapping of
the rivers indicated local fracture propagating by peel radially across the surface with key-holing
(Figure 2-69a) and an abundance of compression debris.

2.8.3.4 Microstructure/Materla: Tests

No milcrostructural or chemical tests we(re performed because it was concluded that the

failures were unrelated to microstruck'ural defects. In addition, no engineering drawings with
material call-outs were available.

2.8.4 Summary

N)E1 tv.sts, visual and SEMI fractographic tests established that the failure of the stabilizer
C:iLI c;iusd by foreign object or impact damnage. No stress calculations were performed since loa~d

histories were unavailable.

2.9 FAILURE ANALYSIS OF A CYLINDRICAL SPECIMEN

2.9.1 Abstract

Failure analysis was performed by Northrop Corporation on a cylindrical specimen supplied

by the Air Force. It was determined that f'ailure occurred due to torsional overload. 1
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(a)

(b)

Figure 2-66. SEM Photographs of Deld mination in Zone A (Top Layer Removed)
(a) Low Magnification Showvng Component Debris
(b) High Magnificatio'i Showing Peel Charactefisil'Cs in Delamination

Note debris ait afrow
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(a)

0k

(b)

Figure 2-67. SEM Photographs of Delamination in Zone A (Second Layer Removed)
(a) Central Region of Resin Starved Fibers (Arrow)
(b) High Magnification Photograph Showiig Detail in Central Region
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Figure 2-68. Macrophotograph of Zone B Damage With Top Layer Removed
Note impact at I and cracks at C

2.9.2 Background

A simple component in the form of a hollow cylindrical specimen was submitted to Northrop
for evaluation. Background information provided by the Air Force indicated that the specimen was
fabricated from Kevlar/bismaleimide and subsequently tested to failure. No background information
on the test. performed was provided.

2.9.3 Analysis of Failure

The failure analysis sequence consisted of initial visual examination and macroscopic

documentation of the part. .%DE of the part failed to reveal any interior decects. The regions of
visible fracture were removed using ply-removal methods, and examined using scanning electron
microscopic (SEM) techniques. SEM examination established failure due to torsional overload
leading to an in-plane shear stress condition in the failed plies.

2.9.3.1 Visual Examination

Figure 2-70a shows the component in the as-rezeived condition. Visual examination of the
component revealed that the part was filament wound and that it exhibited a surface condition in the
form of a diagonal bulge (shown in Figures 2-70b and 2-70c) present around the outer periphery of

the gage section of the cylinder.

2.9.3.2 NDE Tests

Conventional ultrasonic testing of the component was unsuccessful because of the noi-
availability of a transducer with a cylindrical contour. X-ray radiography was carried out and
revealed indications in the area of the bulge previously detected by visual examinat-on. No other

areas of damage were detected in the hollow cylinder
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(b)

Figure 2-69. SEM Photographs of Zone B Delamination (Top Layer Removed)
* (a) Low Magnification Showing Key-Holing (Arrow)

(b) High Magnification Showing Compression Debfis (Arrow)
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2.9.3.3 Fractographic Examination

0 Figure 2-71 presents a photograph of the cylinder arter sectioning with a diamond wheel.
Sectioning was guided by the NDE and visual observations, and precautions were taken to ensure
that. sectioning was well away from the damage. The fragments have been arbitrarily labeled as A,
B, and C, in Figure 2-71, with fragment B coitaining the region of damage.

Figure 2-72 presents photographs of fragment B as viewed from various angles.
Examination of the inner surface of the fragment revealed internal displacements (Figure 2-72a)
which correspond to the external bulge. The contour of the interior defect was identical to that
present on the exterior, indicating that these areas of damage had possibly been caused by the same
load event.

SEM examination was carried out on the outer and inner surfaces of the cylinder. Figures 2-
73, 2-74, and 2-75 present SEM photographs of fracture present on the outer and inner surfaces. As
shown in Figure 2-73a, the region of damage on the outer surface consisted of localized displacement
of fibe- bundles, splitting of fibers, and defibrillation of fiber ends. Figure 2-74 presents SEM
photographs of the outer surface with the cluster of fibrils removed. As can be seen in Figure 2-74a,
the fractured resin exhibited hackles, and the fibers appeared to be bending under shear loads
(Figure 2-74b). Such fracture characteristics are typical of failure due to localized in-plane shear
stresses caused by torsional loads. Figure 2-75 presents SEM photographs of the inner surface of the
cylinder. The failure in this region was also characterized by fiber splits, and bending of fiber ends.

0

A B ":-C •

Figure 2-71. Photograph of Cylindrical Specimen After Sectioning to
Expose Internal Damage
Note. The fragments have been tabled as A, B, and G.
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(a)

o a_

(b)-

Figure 2-73. SEM Photographs of Damage on Outer Surface of Cylinder
(a) Low Magnification Showing Displacemant of Fiber Bundles, Splits and

Defibrillation of Fiber Ends
(b) High Magnification Photograph Showing Fibril Clusters
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1a)

(b)

Figura 2-74. S'EM Photographs of Outer Surface Damage With CIlusters of Fibnils Removed
(a) Hackles (Arrows) in Resin
(b,) Localized Bending of Fibersz
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(a)

(b)

Figare 2-75. SEM Photographs of Damage on Inner Surface of Cylinder
(a) Low Magnification Showing Splitting
(b) High Magnification Showing Splits and Bending of Fibers
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2.9.3.4 Material Tests

Radial sections were taken through the cylinder in the region of the defect, and the secticns

were oriented so that the fractures were in profile. Figure 2-76 shows optical micrographs of the

cross-sections taken through the failed regions. In these areas, no material defects such as porosity

or contaminants were detected. Chemical identification of the resin was not carried out due to lack

of material specifications. However, the general appearance of the fracture locations and

morphologies suggested that failure was not related to material discrepancies.

2.9.3.5 Stress Analysis

Elemertary stress analysis indicated that torsional loading of the cylinder would lend to

localized in-plane shear conditions in elements of the cylinder. This would lead to delaminations

caused by in-plane shear stresses. Bending of the fiber bundles would occur due to the critically

resolved tensile components associated with the torsional loads.

2.9.4 Summary

Failure of the hollow cylinder occurred under torsional overload. The localized Failures were

caused by in-plane shear stresses associated with the torsional loads.

2.10 FAILURE ANALYSIS OF A COMPOUND PLATE AND FASTENER ASSEMBLY

2.10.1 Abstract

Failurv analysis was performed by Northrop Corporation on a bolted joint structure in the

form of a compound honeycomb plate and fastener assembly. It was concluded that failure occurred

due to overheating. Adhesive failure occurred in the honeycomb section leading to core separation.

The effect of core separation and/or thermal stresses induced by overheating led to tension and

bending loads at the bolted joint, and resulted in delamination of the plate.

2.10.2 Background

A compound honeycomb plate and fastener assembly was submitted to Northrop by the Air
Forceý for evaluation. Background information supplied by the Air Force indicated that the

component was from a larger part originally manufactured from a glass/bismaleimnde laminate

bonded to a honeycomb core structure. No other background infornmation was available.

2.10.3 Analysis of Failure

The failure analysis sequence consisted of initial visual examination and macroscopic

documentotiun of the part. Basud on initial tests, NDE examination and detailed fractographic

examination were carried out. Scanning electron microscope (SEM) examination of the failed

surfaces played a key role in establishing the failure mode.
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(a)

• . .•~-. r : .•rc4,•.•

Figure 2-76. Optica! Photomicrographs of Cross-Section Taken Through Defects in Cylinder
(a) Magnification = 20X
(b) Magnification - 50X
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2.10.3.1 Visual Examination

Examination of the component in the as-received condition revealed a charred or burnt. odor
suggesting that the part may have been heat damaged. Figure 2-77 shows photographs of the part
as-received . A lateral view of the assembly is shown in Figure 2-77a and the upper surface of the
plate is shown in Figrure 2-77b.

Duriv.g initial examination, the lower face plate separated from the honeycomb core. The
mating halves of the. fragments are shown in Figures 2-77c and 2-77d. The remnants of the

honey comb can also be seen in these photographs. It was observed that the honeycomb had a dull
brown color suggesting a glass honeycomb. The legions labeled A, B, C and D in Figure 2-77c are

areas where detailed SEM examination %as performed on the delaminated section.

2.10.3.2 NDE Tests

Several zone.s cf delaminated fracture were apparent by visual evaluation. X-ray testing of
the, assembly failed to reveal any additional regions of delamination.

2.10.3.3 Fraclographic Examination

Fractographic evaluation was carried out on delaminated regions of the top and bottom
surfaces of the plate. Figures 2-78, 2-79, and 2-80 present SEM photographs of fracture
characteristics observed in the honeycomb section at the bottom surface. In the vicinity of the ho!e

iiegion A), the surface delamination was associated with mixed cohesive and adhesive failure
(Figure 2-78a). The fractured adherend in the adhesively failed regions exhibited peel fracture

characteristics (Figure 2-78a). A mapping of the river patterns in the vicinity of the bolt-hole
indicated that fracture' had initiated at the hole and was radiating outward and away toward the
honeycomb (see Figure 2-77d). Holes and voids were observed in the resin (see Figure 2-78b), which

along with the appearanice and smell of the component suggested that overheating had occurred.

Figure 2-79 presenLs SEM photographs away from the hole (Region B). On a macroscopic

.scadl, the fracture had a, b,.zed appearance. SEM examination revealed a melted and resolidified
surface, associated with porosity and mud-flat type cracking (Figure 2-79b). It. is believed that the

cracking occurred during the cooling phase after overheating of the assembly.

Figure 2-80 presents photographs of the fracture observed in Region C; namely the
honeycomh area. The fracture was characterized predominantly by adhesive failure (Figure 2 -8 0a)

and heat damage to the adherend (Figure 2-80b).

SEM examination was also carried out on a cross-sc•tion of the plate bolt-hole (Region IJ).

The fracture features observed are shown in Figure 2-81. The cross-section revealed fracture
characteristics indicative of hearing loads, namely compression of the fibers (Figure 2-81a) and
debris. Also of interest was the extensive porosity present in the epoxy (Figure 2-81b).

The top surface of the compound plate was also examined. The section was extremely brittle
aid delaminated uponl gentle handling with a tweezer (Figure 2-82). Evaluation of the fragment,
which appearcd to he ceramic in nature, revealed evidence of overheating as suggested by the bent
contour (Figure 2 -83a) and voids observed during SEM examination (Figure 2-83b). 0
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(a)

-~ ~ 3..~pI tS~lW~A

(b)

Figure 2-77. As-Received Documentation of'- omnpound Plate and Fastener Assembly
(a) Lateral View of Assembly
(t;, Top Surface of Plate
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(C)

(d)

Figure 2-77. (Continued)
(C), (d) Delamination in Bottom Sur.'ace of Compound Plate (Mating Halves)
The regions labled A, S. C, aid D are wh~ere detailed SEP' examination was carried out. The arrows indicate
fracture rnapong.
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(b

Figure 2-78. SEM Photographs in Region A of Delamination of
Bottom Sudface of Compound Plate
(a) Mixed Cohesive-Adhesive Failure
(b) Holes and Voids in Resin

Note (Ivor patterns (arrow)
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(b)

Figure 2-79. SEM Photographs in Region B of Delamination of Bottom Surface of
Compound Plate
(a), (b) Low and Hfigh Magnifications Showing Melted Surface

Associated With Porosity and Cracks
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(a)

(b)

Figure 2-80. SEM Photoorapts in RegiciatC (Honeycomb Region) of
Delamination, of Bottom Surface o! Compound Plate
(a) Adhesive Failure of Honeycomb
(b) Heat Damage to Adherend
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(a)

(b)

Figure 2-8 1. SEM Photographs of Bolt Hole Cross-Section in Bottom
Surface of Compound Plate (Region D)
(a) Compression Fracture of Fiber Ends
(b) Porosity and Debris in Resin
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Figure 2-82. Delamination in Top Surface of Compound Plate (Mating Halves)

2.10.3.4 Stress Analysis

Elementary stress analysis indicated that the delaminations in the compound plate were

caused by adhesive failure of the honeycomb leading to berding loads being introduced. It was also
believed that the thermal stresses caused by heating/cooling of the joint resulted in additional

tension and bending loads at the bolt hole.

2.10.4 Summary

Failure occurred due to overheating of the assembly. This led to melting and pyrolysis of the

resin and the concomitant melting of the adhesive in the bonded region. Adhesive failure occurred

and the effect of the core separation combined with thermally induced stresses caused by

heating/cooling led to tension-cleavage failure at the bolted joint (see editorial note in Section 2.12.3).

2.11 FAILURE ANALYSIS OF A COMPOSITE ARCH REINFORCEMENT

2.11.1 Abstract

Failure analysis was performed by Northrop Corporation on a failed composite arch

reinforcement for a canopy windshield. The failure analysis logic network (FALN) was used to

determine the failure location, and to establish the cause for failure of the part. It was determined

is that under application of bending and torsional loads, cracks initiated at several fastener holes
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(b)

Figure 2-83. Optical and SEM Photographs of Delaminated Fragment of Top Surface
of Compound Plate
(a) Oblique View Showing Bent Contour of Fragment
(b) Voids on Top Surface
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where fasteners may have been loose. Under applied loads, cracking occurred across the sheath,
with multiple internal delaminations in the bow. It was determined that the part was of poor
quality, and this may have accelerated the failure process.

2.11.2 Background

One composite arch reinfo.'cement for the forward windshield of a T-38 canopy was
submitted to Northrop by the Air Force for evaluation. No service records or flight history of the
component were available. To assist in the investigation, the Air Force provided sketches showing
the location of the component in the canopy. It was also reported that the arch had been fabricated
using a combination of glass and Kevlar/epoxy, and that the part was bonded to a cast magnesium

frame in the canopy.

2.11.3 Analysis of Failure

The FALN sequence consisted of initial visual examination and macroscopic documentation
of the part, followed by NDE evaluation. The fracture regions associated with the failure were
macroscopically examined. Internal fractures were revealed by ply sectioning to expose fracture
surfaces. Scanning electron microscope (SEM) examination was carried out on several fracture
samples. Optical cross-sections were taken through several regions of the part. Elementary stress
analysis was performed on the part. Based on all the results obtained, the cause for failure was
established.

2.11.3.1 Visual Examination

Figure 2-84 shows a collage of the part in the as-received condition. Close examination of the
part indicated that the component consisted of a thin woven sheath (believed to be Kevlar/epoxy)
enclosing a laminated bow (believed to be filament wound Kevlar/epoxy and glass/epoxy). The part
was associated with extensive cracking all around the outer periphery (see Figure 2-84b); and along
the inner diameter in mid-section regions containing fastener holes (see Figure 2-84c, and Figure 2-
85a). When viewed obliquely, the sheath appeared torn in several areas (see Figure 2-85b). The
entire sheath appeared loose and disbonded, and barely held in place by the ends. In addition the
bow was associated with extensive delaminations (see Figure 2-85c), as determined by simple visual

examination of the part.

2.11.3.2 NDE Testing of Component

The part was examined using conventional X-ray radiography, with emphasis around the
fastener holes where cracks had been observed. No significant indications were determined other

than those visually detected. Ultrasonic testing could not be performed due to unavailability of a
cylindrical transducer.

2.11.3.3 Fractographlc Examination

Guided by the visual and NDE tests, the part was sectioned into four sections for detailed
fractographic examination. Figure 2-86a shows the part after sectioning. The sections have been
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(a)

(b)

Figure 2�86. Documentation of Ply Removal and Sectioning
(a) Sectioning of Pad

�te. The fragmefi! �bIe� B �ntnJn f8�t9f�Of �SCks.

(b) Delamination of Bow in Fragment Labled C
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* arbitrarily labeled as A, B, C, and D in Figure 2-86a. Upon sectioning, the sheath totally separated
from the bow in the sections labeled B, and C. In addition the bow delaminated into two fragments

in the section labeled C, as is illustrated in Figure 2-86b.

Initial examination was concentrated on the cracks observed in the sheath and bow around
fastener holes (refer to Figure 2-85a)- The general appearance of these cracks suggested that these

were shear cracks, rather than tensile cracks. Figure 2-87 presents fracture features observed in the

sheath in the region of a fastener crack. The fracture was characterized by dense tangles of fibrils

(Figure 2-87b), as would be expected in translaminar failures in Kevlar/Epoxy. Examination of the
regions below the fibrils revealed a delaminated surface associated with hackles, as is shown in

Figure 2-87c, indicating that the fastener cracks were shear cracks. The orientation and morphology

of the fibrils suggested that cracking in this region occurred under in-plane shear loads, resulting in

tensile failures of the Kevlar fibers. Figure 2-88 presents a delaminated region in the bow in the

vicinity of a crack. The fracture was once again characterized by shear failure characteristics,
namely the occurrence of hackles in the resin (Figure 2.88a). The glass fibers, and Kevlar fibrils

(Figure 2-88b) were characterized by tensile fracture characteristics.

Figure 2-89 shows features observed on the bottom surface of the sheath that had separated

from the bow. As can be seen in Figures 2-89b and 2-89c, there was practically no evidence of

bonding of the sheath to the bow. Figure 2-90 shows optical and SEM photographs of the mating

surface where the sheath should have been bonded. Ag-in there was practicaily no evidence of

fracture, with the surface appearing to be in the original unbonded state, and with occurrence of

porosity.

SEM examination was also carried out on the delan'inations in the bow (refer to Figure 2-

86b). Figure 2-91 presents optical and SEM fractographs of fracture features observed in a principal

delamination in the bow mid-section. Fracture was characterized by in-plane shear failure

characteristics, namely translaminar tensile fracture in the glass and Kevlar fibers (Figure 2-91b),

and hackles in the fractured resin (Figure 2-91c).

2.11.3.4 Microstructure/Materlal Tests

Microstructural examination was carried out on sections taken through the part in a region
of fastener holes. As can be seen in Figures 2-92 and 2-93, extensive delaminations were present in

the bow, with the sheath totally separated from the bow. The glass end Kevlar plies were

characterized by extensive porosity, indicating that the part may have been of poor quality.

2.11.3.5 Stress Analysis

Elementary stress computations indicated that the delaminations in the sheath and bow

were caused by the part being subjected to bending and torsional loads. The occurrence of shear

cracks in mid-region fastener holes suggests that one or more of the fasteners may have been loose in

these regions introducing localized bending and buffeting. Shear cracks formed in these regions, and

with the resultant change in loading, the sheath and bow delaminated. The sheath was very poorly

boded to the bow and the bow exhibited severe porosity. It is believed that these material defects

resulted in enhanced delamination of the bow.
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Figure 2-88. SEM Characterization of Fastenef Hole Crack in Bow
(a) Glass (G) and Kevlar Fibrils (K)
(b) Hackles in Resin (Arrows)
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Figure 2-,92. Macrophotograph of Cross-Section Taken Through Fastener Hole

* .11.4 Summary

Based on all the tests performed it was concluded that failure of the part occurred due to a
combination of one or more loose fasteners coupled with poor quality of the part. Under bending and
torsional loads, shear cracks initiated at fasten~er holes, possibly leading to increased bending and
buffeting of the part. The part being of poor quality eventually delaminated leading to failure.

2.12 EDITORIAL NOTES

The following comments were provided by Ms. Patricia Stumpif, the Air Force Program
Monitor, concerning the following case histories presented in this part of the Technical Handbook.

2.12.1 Ballistically Damaged Composite Test Panel

The actual cause of damage was a projectile penetrating the panel from the exterior to the

interior surface, not fronm the interior to the exterior. During the test, there was signmificant airflow
over the exterior surface of the panel at the time of impact. This airflow apparently contributed to
the ply damage on the exterior surface. However, even though the exterior surface exhibits fiber
brooming similar to that seen on back sides of composite panels after impact, the hole made by the
projectile is more rounded on the exterior surface than the interior surface. This would indicate an
exterior to interior path for the projectile. H enad a cross section of the damaged area been made, the
distribution of microcracking in the Composite probably would also have indicated the correct path of

Ththe projectile.
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Figure 2-93. Optical Photomicrographs of Cross-Section Through Fastener Hole
(a) Separation of Sheath (S) and Delaminations (D) in Bow
(b) Delaminations (D) and Porosity (P) in Bow
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2.12.2 Main Landing Gear Strut

There was visual evidence of a manufacturing flaw/repair in the composite bolt hole region.

The relationship of this flaw to the failure was not sufficiently examined in this analysis.

2.12.3 Compound Plate and Fastener Assembly

It appears difficult to determine from the evidence exactly how, or if, the overheating of the

composite was involved in the failure. Because river patterns, voids, melted and resolidified surfaces

were all present, it cannot be stated with complete confidence that overheating caused the

delamination. Overloads, excessive porosity or other factors could have been responsible for the

failure with overhealing occurring after the failure event.
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